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I. Safety Instructions :
    WARNING: Before using your lifter, please confirm the 

surfaces of the slab to be lifted are flat, smooth, and free from 
dust, oil, or any kind of such harmful substances which allow 
slipping.

 a) For Little Giant Lifter :

1)   Carefully consider all safety regulations and existing Caution:
standards and codes in your region and country for hoisting  
operations.

2)  Permission to work with the Little Giant Lifter should Caution: 
only be given to persons who are suitably trained, competent 
and acquainted with this operating manual and safety 
regulations.

3)  WARNING: Inspect clamps. If the clamp is worn or damaged, 
do not use.

4)  WARNING: Select proper size clamps for the job. Determine 
the weight of the slab to be lifted. Do not exceed W.L.L. (Work 
Load Limit) shown on the clamp (Prefer to page 13). Slab 
thickness must be within grip range specified by the 
Manufacturer.

5) WARNING: All personnel must stand clear of the load while it 
is being lifted or moved.

6)  WARNING: The grip depends on friction. Check that the 
rubber pads are free from dirt, grease and other substances that 
may reduce their effectiveness.

7)  WARNING: Do not lift wet slabs. The grip depends on 
friction. Lifting wet slabs may cause the rubber pads to lose  
their grip.
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8) WARNING: No more than one piece should be lifted at any 
time.

9)  WARNING: Position the clamp at the center of the slab to be 
lifted, so that the load is balanced.

10) WARNING: Make sure that slab is inserted to the full depth 
into the opening of the clamp (Figure available at page 13).

11)  Lift up the slab slowly. A trial tension of the load will Caution:
usually indicate proper balancing, if not try from 9) Positioning 
again.

 12) WARNING: Do not lower the clamp onto other slabs or 
material while lowering slab on racks, as clamp will release its 
load.

 13) Before lifting any product, the Swivel Shackle should Caution: 
be carefully inspected for its ware, any damage, cotter/snap 
pins loosening / lost, or nut loosening. If ware is evident the 
SHACKLE should be replaced and not used until replaced.

(b)  General Safety Instructions for Hoisting Accessories

Caution:  In order to protect people from any incident, it is 
important to follow some general safety directions while using 
hoisting accessories.

1)   Read the operating manual carefully before you use Caution:
hoisting accessories.

2)    Make sure that the operating manual is always  Caution:
available beside the place where the hoisting accessories are  
used.

3)  Give permissions only to persons who are suitably Caution: 
trained and competent to work with those hoisting accessories.
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4)  Wear safety equipment, like helmet, gloves and safety Caution:
boots.

5) WARNING: Never leave a lifted load unsupervised.

6)  Ensure that the Little Giant Lifter has No Damage and Caution:
Functionally everything is all right and in safe working 
conditions. 

7) Lift a load only as much as really required.Caution: 

8)  WARNING: Do not allow yourself and anybody to go under the 
lifted slab.

9)  WARNING: Be sure to check the Hoist and its Accessories are 
duly periodically inspected and have no damage or loosening of 
fasteners and functional sound, also before using reconfirm 
those points once again, then use the lifter. 

10) WARNING: Hoisting accessories must be stored in a place 
where they are protected against weather conditions and 
aggressive substances. 

11) Repairs and checks are to be made only by qualified Caution: 
persons. 

12)   Avoid turning under a load as much as possible, Each Caution:
before use check the Swivel Shackle for wear and loosening of 
fasteners and cotter and snap pins. This Shackle is considered as 
a wearable item. 
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II. Instructions for Use: 
      Preliminary Safety Checks

 “Competent Person” shall check the following before each use of 
Little Giant Lifter : 

 WARNING:
 * That the Little Giant Lifter is correctly installed and in a 

safe working conditions.
 * That the swivel shackle is correctly and securely installed 

and tightened to an Little Giant Lifter.
* That all locating pins on the forklift boom are correctly 

positioned and in  a safe working order and safety clipped.

2) WARNING: Position the clamp squarely and in the center of 
the slab so that the load is balanced. Make sure that the slab 
is inserted full depth into the opening of the clamps.

1)  Clamp the top part of a slab at the 
center from the pack of slabs using pinch 
bar and/or wedge, allowing enough room 
for back plate of  clamp to pass between 
slab and pack of slabs. Try lifting the 
slab a little, to see the slab is lifted 
horizontally.
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3) Unlock the locking latch so that the jaws will lock the slab 
when the  lifting pin is raised through Swivel Shackle.

4) Lift the slab slowly to ensure load is balanced. Moving the 
slab out from a stand, lower the slab and keep a distance of 
about 10 cm from the base.
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5) Before lowering the slab, make sure that there are no 
obstructions to disturb the slab to touch down on the stand.

TIPS:  Caution:
1/ The lifter works the best in a temperature range of  -10  to 45 
degree C. 
2/ Do not use the lifter in pickling baths, or in any acidity 
atmosphere.
3/ Do not use the lifter for dangerous goods. (e.g. molten 
materials, radioactive materials, etc.)
4/ Ensure no obstacles where slabs move.    
5/ Inspect and clean the rubber surface before and after use.
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III.  Warranty
At the time of delivery, it is necessary to inspect the Little Giant 

Lifter to make sure that it has not been damaged during shipment. 
Any claims must be submitted within 8 days from the date of 
delivery. We provide a one (1) year warranty on the Little Giant 
Lifter from the date of purchase.

During warranty period, we will provide the replacement parts at 
no charge (shipping and handling fees may apply).

Warranty coverage is void if:
- The operator failed to comply with the instructions in the manual.
- The specifications are not followed.
- Damage is due to inadequate maintenance and inspections.
- Damage is due to improper storage and/or usage.
- Repairs were performed by the user without our permission.
- Non-original spare parts were used.
The SHACKLE is separate from the lifter and is considered a ware 
item and must be inspected after every use. This is not part of this or 
any Warranty, unless Defective. At that time the SHACKLE and 
Lifter need to be returned to the supplier for inspection and 
evaluation.
IV.  Inspection, Maintenance & Repair
- It is important to establish a regular procedure for clamp & 
Shackle inspection. Frequency of inspection will depend upon the 
amount of use the clamp receives. 
- You may wish to maintain a written record, indicating inspection 
dates, condition of the clamp on each of those dates, and any repairs 
made. Inspection records  should  be  reviewed  periodically.
- Lubricate the bearing once a month to ensure smooth operation.
- Always use original spare parts when carrying out repairs or 
maintenance.
Important: Carefully observe the Safety Instructions supplied with 
the lifting clamp.
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When ordering, please give number of spare part (code number) plus type of Little Giant 
Lifter (30 ~ 75)  
Example : Little Giant Lifter 50     ALG-01   QTY1
                 Little Giant Lifter 75   ALG-07   QTY2

Pos.

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

Description

Circlip Ø20

Brass washer Ø20xØ28x0.5

Outer roller

Lifting

Spacer

Linker

Washer Ø8xØ16x1

Top extension spring

Washer Ø8xØ14x0.8

Metal screw M4x20

Top pin

Clamp back plate

Bottom pin

Rubber tube

Clamp center plate

Allen bolt countersunk M8x30

Shaft

Bottom extension spring

Allen bolt M6x60

Allen bolt countersunk M8x40

Allen bolt countersunk M16x50

Allen bolt countersunk M12x40

Main housing

Lock nut M6

Release string

Torsion spring

Locking latch

Inner roller

Code

ALG-01

ALG-02

ALG-03

ALG-04

ALG-05

ALG-06

ALG-07

ALG-08

ALG-09

ALG-10

ALG-11

ALG-12

ALG-13

ALG-14

ALG-15

ALG-16

ALG-17

ALG-18

ALG-19

ALG-20

ALG-21

ALG-22

ALG-23

ALG-24

ALG-25

ALG-26

ALG-27

ALG-28

Qty.

02

06

02

01

02

02

02

02

04

08

02

01

02

02

01

02

01

02

01

02

04

04

01

01

01

01

01

01
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V. Technical Specifications

MODEL

ALG30 

ALG40

ALG50

ALG60

ALG75

10ALG - Operation manual

GRIP RANGE        
inch (mm)  

NET WEIGHT             
lbs (kg)  

W.L.L.               
lbs (kg)  

49 (22.4)

49.5 (22.5)

60 (27.4)

60.5 (27.5)

⅜ ~ 1  (10 ~ 40)⁹⁄₁₆

⅜ ~ 1 ¹⁵⁄₁₆ (10 ~ 50)

¹³⁄₁₆ ~ 2 ⅜ (20 ~ 60)

1 ³⁄₁₆ ~ 2 ¹⁵⁄₁₆ (30 ~ 75)

2860 (1300)

2860 (1300)

3300 (1500)

3300 (1500)

B
inch (mm)

A
inch (mm)

C
inch (mm)

D
inch (mm)

E
inch (mm)

F
inch (mm)

G
inch (mm)

DIMENSIONS IN INCH (MM)

H
inch (mm)

14 ⁹⁄₁₆ 
(370)  

14 ⁹⁄₁₆ 
(370)  

 15 ⅞ 
(403)

15 ⅞ 
(403)

⅞ 
(23)

⅞ 
(23)

⅞ 
(23)

⅞ 
(23)

8 ⁹⁄₁₆ 
(218) 

8 ⁹⁄₁₆ 
(218)

10 ¹⁄₁₆ 
(256)

10 ¹⁄₁₆ 
(256) 

8 ⁵⁄₁₆ 
(211)

8 ⁵⁄₁₆ 
(211)

8 ½ 
(216)

8 ½ 
(216)

1 ½ 
(40) 

1 ½
(40)  

1 ½ 
(40)

1 ½ 
(40)   

ALG 40

ALG 50

ALG 60

ALG 75

ALG 30
1 ½ 
(38)

1 ¹⁄₄
(32)

2 ¹⁵⁄₁₆ 
(74)

7 ⅞
(200)

7 ¹¹⁄₁₆ 
(196)

⅞ 
(22)

12 ¹³⁄₁₆
(325) 

1 ½ 
(40)

1 ³⁄₈
(35)

1 ³⁄₈
(35)

1 ³⁄₈
(35)

1 ³⁄₈
(35)

1 ⅞ 
(48)

2 ⁵⁄₁₆ 
(58)

2 ⅝ 
(66)

3 ⅛ 
(80)

3 ⁹⁄₁₆ 
(90)

3 ⁹⁄₁₆ 
(90)

3 ¹⁵⁄₁₆
(101)

4 ¹⁄₈ 
(104)

⅜ ~ 1  (10 ~ 30)³⁄₁₆ 33 (15) 2200 (1000)
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SWIVEL SHACKLE

Note: THE SWIVEL SHACKLE is designed to use for lifters only

ALG - Operation manual

Net Weight
lbs (kg)

4 ⅝ (118) 1 ⅝ (42) 11 ¼ (285) 7.3 (3.3)1 ¾ (45)

Length (A)
inches (mm)

Width (B)
inches (mm)

Height (C)
inches (mm)

Distance (D)
inches (mm)

-Step 1: Check the lubricating oil of shackle. 

-Step 2: Lubricator Hydraulic Oil into lining.

Note: Lubricator once a week.
          Lubricator all around the lining.
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Examples: Correct and incorrect methods of gripping slabs

WARNING
• Select proper size clamp for the job.

•  Determine the weight of the slab to be lifted and
Do Not Exceed Lifting Capacity Of Lifter

•  Do not exceed W.L.L. (Work Load Limit) show on clamp.
•  Slab thickness must be within G.R. (Grip Range) shown clamp

•  Inspect and replace of the Shackle as needed due to ware

Right 
Way

Wrong 
Way

Wrong 
Way

A B C
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WARNING:
- Pictures as shown are to be used for illustration purposes 
only. We highly recommend that lifter can only lift one 
piece at a time.   
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STEP 1:

STEP 3:

STEP 2:

STEP 4:

 Insert a release string into the hole 
in main housing.

Use an open-end wrench to tighten 
the Bolt clockwise .

Insert the other end of the release 
string into the hole on locking latch.

Use a wrench to tighten the bolt 
by clockwise.

STEPS for REPLACING RELEASE-STRING
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WARRANTY CERTIFICATE
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You are kindly requested to read the following carefully.

PERIOD

The warranty starts from the date of purchase (date on 
distributors invoice).

Warranty is valid for a period of twelve (12) months.

WARRANTY

This warranty is limited only to provide replacements of the 
parts recognized by the Company as defective (excluding worn-
outs and consumables.)

The Company is not responsible for any misuse or abuse of the 
product after purchase and/or caused by negligence from the 
content of this manual. 

In an event the equipment failed to operate and/or required 
technical support, operator/user is responsible for reaching out 
to our Customer Support Department. One of our team member 
will inform you (operator/user) of the appropriate procedures 
on how to file warranty claim and advise you to your nearest 
approved service center. 

EXCLUSIONS

Warranty does not apply for damages or failures caused by:

Misuses, errors in transportation, incorrect handling or failing 
to maintain the equipment appropriately.

Use of non-genuine parts/accessories, or of incorrect specs. 
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